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22 Cut and Cap 

23 Concrete Thrust Anchors 

24 Concrete Vertical Blocking – Water Mains Less Than or Equal to 12” 

25 Dead End Anchor 6” To 12” Water Main 

26 Dead End Anchor 16” To 24” Water Main 

27 Valve Box 

28 Valve Box Concrete Pad 

29 Valve Stem and Box Extension 

30 Standard Hydrant Installation 

31 Standard Hydrant – Greater Than 8’ Bury 

32 Hydrant Protection – Guard Posts 

33 Guard Post 

34 Methods of Flushing Fire Hydrants and Blow-Offs 

35 2” Air Release 

36 Air Release and Blow-Off Piping – Ductile Iron Pipe 20” & Larger 

37 2” Blow-Off 

38 Automatic Flushing Device and Drainage Piping 

39 8” & 12” Headwall Blow-Off 

40 Vault Flange Supports 

41 Vault Wall and Kor-N-Seal 

42 Vault Access Door Installation and Drain Pipe 

43 Aluminum Vault Ladder 

44 Type FD Corrosion Control Test Station – Foreign Pipeline Crossing 
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45 Type CS Corrosion Control Test Station – Trenchless Crossing 

46 Type TD Corrosion Control Test Station – Standard 

47 Type I Corrosion Control Test Station – Insulator (PVC Insert) 

48 HDPE Insulator 

49 Type IS Corrosion Control Test Station – Insulated Flange 

50 Test Station Installation 

51 Insulating Flange 

52 Insulating Union 

53 Pipe Joint Bonding 

54 Hot Spot Cathodic Protection Coating and Anode Placement 

55 Thermite Weld 

56 Grounding Mat - Type GM Corrosion Control Test Station 

57 Grounding Mat - Fire Hydrant 

58 Typical Wire Splice 

59 Ribbon Anode to Cable Splice 

60 Anode Header Cable Splice 

61 Type FD Test Station Terminal Board and Wiring 

62 Type CS Test Station Terminal Board and Wiring 

63 Type TD Test Station Terminal Board and Wiring 

64 Type I Test Station Terminal Board and Wiring 

65 Type IS Test Station Terminal Board and Wiring 

66 Type GM Test Station Terminal Board and Wiring 

67 Corrosion Control Test Station Schedule 
















































